
NABOTI

Naboti Model - G16 is a high quality 
knapsack sprayer. This is an ideal 
sprayer molded from high density 
polyethylene (HDPE) suitable for plant 
protection of all crops, gardens etc. and 
also suitable for public health use.

Model: G16 Sprayer’s Chassis made of MS 
Sheet & Metal Lever trigger. 

Company reserves the right to change the specification at any time for technical development.

 

 

NABOTI KNAPSACK SPRAYER
MODEL –  G16 

is a high quality 
knapsack sprayer. This is an ideal 
sprayer molded from high density 
polyethylene (HDPE) suitable for plant 
protection of all crops, gardens etc. and 
also suitable for public health use. 

 MAIN FEATURES 

 Easy operation and low maintenance.

 Sturdy construction and light weight

 Minimum effort to maintain uniform pressure level 
and spray pattern. 

 Dispenses problem free and all approved pest 
control and agro-chemicals.

 

 Pressure chamber made of high quality HDPE, 
capable to absorb very high pressure.

 A large filler hole with strainer allows fast and safe 
filling. 

 Spray lance consisting of quick shut
standard hollow-cone plastic nozzle plus a double 
nozzle. 

 Spray lance consisting of quick shut
standard hollow-cone plastic nozzle plus a double 
nozzle. 

 SPECIFICATION

 Brand & Model : 

 Country of origin : 

 Capacity : 

 Pump System : 

 Flow rate : 

 Orifice Diameter : 

 Working pressure : 

 Pressure range : 

 Lance Length : 

 Net weight : 

 
Gross weight : 

Model: G16 Sprayer’s Chassis made of MS  Packing Dimension : 

the right to change the specification at any time for technical development.

SPRAYER 

maintenance. 

Sturdy construction and light weight 

Minimum effort to maintain uniform pressure level 

Dispenses problem free and all approved pest 
chemicals. 

Pressure chamber made of high quality HDPE, 
to absorb very high pressure. 

A large filler hole with strainer allows fast and safe 

Spray lance consisting of quick shut-off valve and 
cone plastic nozzle plus a double 

Spray lance consisting of quick shut-off valve and 
cone plastic nozzle plus a double 

SPECIFICATION 

NABOTI, G-16 

Bangladesh 

16 Liter 

Piston type 

750 ml/min 

2 mm 

30~50 psi 

 80 psi 

85 cm 

3.8 Kg  

4.6 Kg  

38 x 20 x 54 cm 

the right to change the specification at any time for technical development. 


